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The SmartBattoryProtect must be programmed SMART MPPT
for Lion mode.G and 12 Volt either through
programming on the device itsef or with a
Blustooth enabled smartphone or tablet.
Connect the load disconnect output of the BMV-712 SMART COLOR CONTROL GX
VEBus BMS to Remote H torminal >
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FROM STANDARD 500A TO 1000A. }
P — i vacreuar | THE BMV SHUNT IS MOUNTED |
DIRECT ON BOTH BUSBARS. J‘ Bus to CCGX VE.Bus BMS mains
Biis mains dotesior o BHS = detector inside MultiPlus
Drawing BJE-277A AC
ACOUT
KEEP POSITIVE BATTERY CABLES A
) ALL AS SHORT AS POSSIBLE AND
ictron energy ictron energy ALL AT THE SAME LENGTH | AC DISTRIBUTION
from MultiPlus
KEEP NEGATIVE BATTERY CABLES
i i AC Out-1 & AC Out-2
Lithium Lithium ALL AS SHORT AS POSSIBLE AND O oIBRE AC
12.8V-200Ah 12.8V-200Ah ALL AT THE SAME LENGTH ! Battr .
Smart LiFePO4T Smart LiFePO4T IMPORTANT INFORMATION Batr
When operati
oulnut ofa mvlrl'r/chlvgurmult be Bat O Bl e= s
cor ound to guarantee proper {Connr Barc) A i
ol:GFCInrRCDd [Conn-F Batt. 3 ”rﬁ K ﬁrﬁ
o of  split phase supply the Neutral SiiE z
aiso must be grounded.
 The primary Case ground connection from a LE L
inverter charger like a Multi or a Quattro, o | s |es]es) e | & |ea]ss)
must be connected to the Central Negative
Busbar of the DC system. Size of this cable
must be identi negative.
IMPORTANT INFORMATION ! IMPORTANT INFORMATION ! IMPORTANT INFORMATION ! IMPORTANT INFORMATION ! —
Recommended AC Out-1 cable/breaker size MultiPlus| size MultiPlus} Recommended AC IN WVWARNING
th Pawer assist the MumPIus can add AC Out2 only is. Av.llnble wnen power is. size MultiPlus 120 VOLT AC IS EXTREMELY.
L o the output load when Hery operation AC IN must bo protected by a circull HAZARDOUS 111 20V Swiched Toad-
2 x Lithium Togethor aith ihe adjustable SO mput this gth | [breaker rated at 50A max of ess. This DO NOT TOUCH ANY LIVE WIRED 1207 Switchad foad 1)
all adds up to the max sum of input ant {fance between the battery and the | | depends heavily on the size of the PARTS OF THE INSTALLATION !!! 20V No Breaklond-1
1 2 8v 200Ah output current of 50+25=75A. Ar\ Earth ith breaker or a jons !!! Recommendations are ‘connected power source.The input current. WHEN IN DOUBT, ALWAYS CONSULT 120V No Break load-2}
. - leakage device with breaker or a must be installed ‘without other loads in the system and these also must be adjusted to fit the size of the 'YOUR VICTRON DEALER !!!
- Combinaton HCBIRCD mustbo'nsated | { on'ihe output Cabe i st be adjusted | | sho b aken i sccountforproper main Connectod power source.
Smart LiFePO4 on the output. Cable size must be adjusted | | accordingly. battery, main fuse & main switch cabe The breaker and cable size for AC IN
accordingly. Fuse 30 should b 400A. should be adjusted accordingly. Biue Smart charger
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